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E’aﬂkaged Terminal
Air Conditioner / Heat Pumyp

Three-inch Subbase Kit
Instaliation Instructions

Inspection

Upan seceipl of shipmenl, carefully check the shipment
agaimst the bill of lading, Make sure ulf Sebbases have
been reecived. Inspect 2ach Sabbase casedully [or
damage. Assure thal the carrier makes proper notation o
the defivery saeeipt of all damage idertifiod und that he!
she completes & Currier nspection Report, Conceaied
damage nor discoversd during unlvading mast be separied
Lo Lhe carrier within fifrzen (15) davs of roecipl of
shipmens. NGTIE: 1f is the responsihility of the
purchaser to file all necessary clatms with the carcier
Notify ACP's Tralfic Department. of all damage within
fifteen (15} days of receipl ol shipment,

Optionul arcessory subbases aze shipped sepuralely for
Figld installaticn.

Intreduciion

ACYs Three-inck Subbase Kt Is an opciumal scoessony
for PTAPTA Packeged Termingl Al ConditionenHeel
Pumps. The Subbaze is nsed w sepporl the Wall Slesve
Iz thin well applications or any inataliation where Walt
Fleevs penetration irdo ke toom is spproximately eight
&) inches or mare, The Subbase rmaust be sttuched 1o the
Wall Sieeve belore fnstafiing the Sleeve io the wall.

Package Contents

The Three-inek Snbbase Kit consists of & hardwars bag
and five (5} pieces including a subbase, vao (25 end
places. and pwo (23 mounting hrackets, The hardwure hag
conataing twelve (120 screws, Laro (24 cage nots and twa
(2} leveling leet

Before Installation

Check pians to delermine thas the sorrect Subbase buy
beea hrought to 2ach unit focaion

Ta avoid electric shock and possible serions injury,
disezennect power to the brawch circull sepplying the
Unit before installing ®lectrical Subbases.

Installation

Tog installation of Packeped Terminal Air Conditionsrs!
Heal Pumnps end #il associated compaorsents, parlys, and
accessaries thal make up the mstallatfon shall be in
socordance with the repulations of all Authorites having
Jurisdiction and MUST conforin to alf apalicabls Codes.
It ks the responsibility of the Installing Congracror o
delermaine and comply with ALL appiicdbic Codes

and Regulations.

Euhbascs are marfe of sheet metal parts aod sheet
metal fasteners which may have sharp edues, To
avoid possitle bodily karm, the Tnstater musi
exercise al due cantion when handing these pavts.

THIS FQUIPMENT MUST {3NLY BE IN-
STALLED BY AN EXPERIENCED INSTALLA-
TION CONTRACTOR WHICH EMPLOYS
PLRSONNEL TRAINED IN TIIE INSTALLA-
TION OT THIS TYPE OF EQUIFMENT.

Subbasa height is 3 inches and cun be adjussed 1o

4-1/4 inches with the Tevaling feet. Subbuse Frd Plates
are pravided to clise the ends of the Subbase and the
upen space berween the back ol the Subbase and the
insidde surfuce of the wall, Spaces up wr 7-1/4 inches in
width betweer: the back of the Subbase and the wall cun
bu aceommodated, The Fod Plates can be bent i the field
at one-ineh increments. Slots in ezch Lnd Plate allpw
adjustrents of up w 1 inch.




Fleetrical Considerations

The standard decoraitve Subbase PSBNN aecepls 4
field-installed receptacle for wse with & cord connectad
Chassis. (This receptace is not supplisd by ACT.) The
spece behind the receptacle or the compartment om the
righi end of the Subbuse sun be used as a juacticn box o
srmneet the branch cirenit witing o the receptacie. When
a Permanen: Connection is installad to the Subbase, this
compartment can be ssed 1o conrect the dranch clrenst
wiring Lo the Pernanent Connectian,

Vor 1135 or 208230V applicaiions, an Rlectrical
Subbass PEBE_ cun be supplicd with a facrory-installed
fuged disconmecl switch, It s available with 2ither a
factory lnstalled receptacte for a cord conrecled Chassis
ar with Jeads only for Feld connection when the Chassis
is permanentiy connecied. The compartmeant on the right
cod of the Elecirical Subbase is used o conneet branch
cirenir wiring to fhe fused disconaeey, and the Subbase to
the Permranent Connection,

NEC conde mandiies thar 265V applications MUST be
perrarently connscted fo the unit or Subbase,

{ Exception: cord connected nnits gra possible as long as
cord is enclosed in raceway provided in Subbase. )

In 265% applications 4 time-delay fose in the Chassis
control panel, factory lnstalled as standasd, provides
eves-cllsent pratection. Disconneel Sebbases are used
for 265V uppliculions. Lise a Subbase with disconnect,
reseptaele aad cord chase cover for 2065% cord
coaaect DA,
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Figure I
Subbase right
hand end shiwn
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General Instructions

(31 Bemove packaging from the Wall Sieeve,
Retyin puckaging [or use later in this Instrection.
D0 NOT remove the Weather Panel or Masoory
Sappont, Masunry Supports are NOT provided
on Slecves packaged for export),

{21 Unpack the Threa-inch Subbase Ki and remaove the
folowing: ane (13 Subbuse, twe {2) moteting
brackets, lwo (2] end plates. and ons { 1) hardwane
bag. Set the end plaies aside for luter axe.

{31 Attach one mounting hracket to TACH end of the
Subbusc with screws as shown in Bgurg [

For Cord-Canpected Tlnits

PSEED - |5 Amp receplucle. uses and disconnect
switch for 208230 volo

BSBEF - 20 Amp raceptacle fuses znd disconnect
switch for Z08/230 volt.

PSRE( - 30 Amp recepiacle fuses and disconmoct
switch far 208/230 volr,

FSEEN - 20} Amp recepticle and disconnect
swiltch for 263 volt {Includes raceway).

FSREP - 30 Amp receptacls and disconnest switch
for 265 vildt (Tneledes raceway],

Ent Hazd-wWirsd Unizs

ESRBEK - 15 Amp fuses and disvennsct switch,
FSREL - 2{ Amp luses and disconnect switch.
PSBEM - 30 Amp fuses and disconnect switcl,

MOUNTING BRAGKET
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Tigure 2

Place paciaging marerial {retained in Sep b) om the
Aoor. Turn the Wali Slecve botioan-side wp on top of
Lhe packaping material Assure that the packing
material completely provects the Sizeve from the
Foor to provend marring the top surface of the
Sleave. Also exercize care 1o prevent Inarring the
gides of the Slagve.

Fosition the Subbase on the botom of the Sleeve 2o
that the frant Face of the Sublmse is flush with the
front edae of the Sleeve end the boles inte which the
leveding feel are serewed are facing np as showe in
Figmra 2. (Nate: Access covers are located on the
fromt face of the Subbused. When posilioned
porrectly, the Sobbage will be centersd from side

to slde with a ona-inch insst between such side of
the Slecve und The sides of the Subbase.

(&} White holding Lhe Subbase securely ik place with
respect to the Sleeve and nsing the mounting bracket
as o template, dndl twvo (2) 1/6-inch diameler hodes
in ooe end of the Sleeve, Serew the monnting
bracket ta that side of the Sleeve. Repeat thiy
procedurs for the ther side of the Sleeve,

Tae Subbase will now be secnredy amached to
the bottom of the Wail Sleave.

Candk maide the Sleeve sround each screw where i
penetrates the Sleeve, Use a gensrons amount o
silicone caulk to prevent leakage ol wind driven rain
ke the rem.

LEVELENG FODT
[T¥FICAL DF {2} &N SLZBASE)

{‘//

=

CAGE MLET

WaLL 51 EEVE (EGTTOM)

SUBBASE

PACKAGING MATERIAL USED
TS PROTECT TOF OF
" WALL SLEEVE
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Snap the cage mats £2) into the square holes in the )]
hottom of the Subbase. Screw the Teveling fest tinto

the caee nuls. Measun: the distance (rom the Bororr

of the opening ta the floor. Subtracr 3 1/4 inches

from the distance measarement. FThe resultng figurs
represents how Tar the leveling feel need 1o exead

from the bottom surface of the Subbase, Tum the

Slecve top side up.

Rizfer to ihe Walt Sleeve Installacdon Instructions
iPare # 69563306), Complete the instalfation of the
Slesve (MNote: Wull stoeve should he Jeve] side o
side and front to back). To malke final adjustnents to
{eveling feat, mm the foot anti? the head touches the
Flowse, (nee tooehing the Aoor, turm tee fuol 4o
additionad 142 tnen wich weeach to further stakbifize,
Rapaat with other leveling foot,

T close the ends of the Subbase, ot the Bnd Plafes
al the £-1/2-inch line as shown 1 Fieare 3 and inatali
as indicared In step 10

When desited, close off the spuce betwesn the back
ol the Subbase and the wall as shown in Figere 3 and
Figrre 4. Maasoze the distarce from the FRONT of
the Subhase [or Sleeve) w the wall [§ the distance m
the wall iz £-1/2 inches io 3-1/2 inches, CUT the Ead
Plate off square where shown in Figore 3.

IF the distance toms Lhe FRONT of the Sehbase for
Sleeved to the wall is betwesn 5-1/2 to & inches, CLTT
the End Plate off square as shown in Figure 3.

Figurc 3
END PLATE
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1% the disiance from the FRONT of the Sabhase (or
Tleeve) o wall 15 3-3/4 inches to 6-3/4 inches,
BEND the end panet TOWXN 90 deerees to close
nixteh as shows in Figare 3A. (MNote: For elean,
gecurare bending, make Bends over a block of hard

s T - ‘l
wood which 1s 2-7/5 inches wide and cuf squars an <0y
one end

Figure 3a
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For other distances from FRONT of Subbase (or
Sleeve) fo wall, bend at the apphicable bend line as
shuwn in Figure 3. The slots tn cach End Plawe 2dlow
adjustment in position of ng o one inch.

To attach the Bad Make, remove serew Bl Hold the
Frd Plate in piace and atlach serews B, C and [ TG
NOT TIGITTEN SCREWS., Pesh the End Flate
againss the wall, When the End Mate touches fhe
wali, tighten all sevews sougly. Repeat this procedure
far the apposite side of the Snbbase,
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