VHS SERIES

YVertical Hi-Rise Series

Water Source Heat Pumps

Installation, Operation
Maintenance Instructions
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GENERAL INFORMATION

Inspection

Upen receipt of shipment, camfully check ths shipment
aggainge the bitll of Tading. Vesify that ali VHS unids have bean
recetved. Inspect cach unit for damaga. Assare that the carrisr
makes proper netaton o the delivery mogeipt of all shontages
and damage rdentified and that he completes a Carsier
Inspection Report, Concealed damage not dGiseovered duriag
unleading must be reponied i the carder within fifteen (15)
days of receipt of shipment, NO'FE; It is the responsibility of
the parchaser to fHe all necessary claims wilk the carrier,
Netify the ClimateMastar Traffic Department within fifteen
{15) days of reccipl of shipment of 2ll damage .

WHS Unils are shipped m thres cartons: ane for the cabinet
azsembly, one for the chagsis assembly and ons for the frony
panel

Introduction

ClimateMiaster Vertical Hi-Rise Alr Conditioner Water Sonrce
Heat Pumyp uoits are decentralized room terminals desiynod
for fizld connection to a closed-cireait piping loop.

VIS Units are typically insaied in perimeter zones and are
nswally framed in place. A discharge plenum with single or
meltiple air discharge opiicns climingtes the nead for duct
wirk in most applications

it edacmicat data 1s provided in the pooject submittal
drawings.

Storage

o

O MOT store or insial YHS units In corresive envicon-
ments or in locations sabject to temperature or humidity
exfremes (g5, attics, garages, rooltops, efe,), Corrosive
conditions and high temperature oF homidily can signifi-
canily reduce performance, reliability, and service iile.

plastering, or ihe spraying of firaproof material has not heen
cosnpleded, all due precaurions most be wken o avoid
physical damags to the units and contamination by {foreiga
material, Physical damige and contamination may prevent
oropar start-u and may reselt i eostly cguipment glean-up.

Examine alf pipes, fifings, and valves before installing the
gyslem components. Remove any dirt foend an these compo-
nents.

All cabinets may not be equipped with the same size
riser or the same air supply grille arrangement.
Carelully inspecl each unit before delivery to the
installation site. 1n some cases each cabinet may he
individuslly tagged for a specific location in the
building,

Te avoid eguipment damage, do not use tiese Units as a
source of heat during construciion process. The mechani-
eal components and filters vsed in these units guickly
becoine clogzed with construction dirf and dehris which
™y cuuse system damage and necessilate costly unit
clean-up.

Lipam the greival of the eguipment ar the job site, immodiataly
store unfts in thek shipping cunons in a clean, dey arce.
Always move ynits in an wpright pesition, Tilting units an
thelr sidas may canse conipmont damage.

Slore units in an upright position at ali times. Do not stack
squipment. De net rermove squipment from shipping
cartnns until equipment is reguired for tnstaliation.

Unit Proteciion

Cover YHS enits on ths job site with either shipping canons,
vinyl £ilm, or an eguivalend protcelive covering. Cap the npen
ends of pipas stored on the job site, Inarcas where paioting,

Pre-installation

[nztaiiatian, operation sud myiniensnge instructions are
orovided with each unil, Belere goit siar-up, read all manuoals
and become familiar with the upit and ie operalion. Thor-
aughly check out tha systam before operation. Complete 1he
inspeclions ard instructions listed below to prepares a VHS
it for inglzllmion.

1. Compare the alacirical dma oo the unit nameplaie with
ordening and shipping information to verify that the
LorTect unit has been shipped.

I

- Keop the aquipment coverad with the shipping cartan unil
all piastering, painting, and finish work = complete and i1
15 iimg 10 install the cabinet and chassis.

3. Malch unit chassis io prober cabinets.

2. Weriy Lhal the refrigerant tubing is free of kinks or dents,
aad thal it does ned toach cther onit componegats.,

[}

- Inspect ell elcirical conreclions, Conueelions must be
clean and tght & the wardnals,

cn

. Inzpect blower assembly and maanaliy rormte fan whesl o
askuss i i tomns fresly,

NMOTE: Compressnes of YHS Unis arc inzernally soring
motrted, o Deld-down beis need i be remaed.
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