





Thermostat Submittal Data eng/ie

ASTO008

CLIMATEMASTER Remote/Outdoor Temperature Sensor

Wiring:
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Compressor| Y1
Compressor Stage 2| Y2
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Application: Remote
Sensor
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The AST008 sensor is a thermistor, used as an accessory for
thermostat models ATP32U01 and ATP32U02. This sensor
provides outdoor air temperature information for the control
system, as well as an indication of outdoor temperature on

the display screen. The AST008 sensor can also be used

as a remote indoor sensor. Two sensors may be used--one

for remote indoor temperature sensing, and one for outdoor
temperature sensing. When the sensor is used as a remote
indoor temperature sensor, the internal sensor of the thermostat
becomes inactive.

Features:

+ Designed for indoor or outdoor installation.
* May be used as indoor remote temperature sensor or as
outdoor temperature sensor.

Specifications:

» Two-wire connection to thermostat, extendable with two-
conductor 22 AWG thermostat wire
* Mounting clip included

Application Remote Sensing (Indoor) for ATA11C04 AND
ATA11C06 ASTOOQ

Remote Temperature Sensor

Must reconfigure jumper on thermostat

Specifications:

» Two-wire connection to thermostat (24” wire)

ClimateMaster works continually to improve its products. As a result, the design and specifications of each product at the time of order may be changed without notice and may not be as described herein. Please contact ClimateMaster's Customer
Service Department at 1-405-745-6000 for specific information on the current design and specifications. Statements and other information contained herein are not express warranties and do not form the basis of any bargain between the parties,
but are merely ClimateMaster's opinion or commendation of its products. The latest version of this document is available at www.climatemaster.com.
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Date: ltem: Action:
16 Sept, 2008 ATP32UO2 Updated Wiring Controls
31 July, 2008 ATR11CO01, ATT11CO1 Information Added
23 July, 2008 ATA11CO03, ATA11C04 Note 3 Added
1 May, 2008 ATP11C Updated Verbage and Changed Pictures
18 Oct, 2007 ATP32U01 Added 2 DXM wiring diagram
18 Oct, 2007 ATP21U01 Removed “Auto” mode notation
18 Oct, 2007 ATM11C11 Added model
31 Mar, 2006 AST008 Added AST008 outdoor/remote sensor
23 Feb, 2006 First Published
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